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Olive Gray Gravelly Lean Clay with Sand (CL)
(5Y 4/2) Stiff, dry, 50% clay, 30% fine to coarse
gravel. 20% fine to coarse sand (fill)

Drillers hand augered first 5 feet of borehole

Olive Gray Lean Clay with Sand (CL) 5Y 5/2)
Stiff, dry, 75% clay, 25% fine sand, trace gravel,
iron oxidation staining (fill)

Dark Olive Gray Gravelly Lean Clay with Sand
(CL) (5Y 3/2) Stiff, dry, 60% clay, 25%
subangular mudstone gravel, 15% fine to medium
sand (fill)

Very Dark Gray Gravelly Lean Clay (CL) (5Y 3/2)
Stiff, dry, 70% clay, 20% angular mudstone
gravel, 10% fine sand (fill)

Very Dark Gray Sandy Lean Clay with Gravel (CL)
(5Y 3/2) Stiff, dry, 55% clay, 25% sand, 20%
gravel (fill)

Very Dark Gray Lean Clay with Gravel (CL) (5Y
3/2) Stiff, dry 75% clay, 20% gravel, 5% sand,
trace roots (fill)
@21 ft.:  Slight hydrocarbon odor

@25 ft.:  Slight hydrocarbon odor

Olive Gray Gravelly Lean Clay with Sand (CL) (5Y
4/2) Stiff, dry, 55% clay, 30% fine gravel, 15%
fine to coarse sand (fill)
@26.5 ft.:  Color change to Very Dark Gray

Very Dark Gray Lean Clay with Sand (CL) (5Y
3/1) Stiff, dry, 80% clay, 20% fine sand, trace
gravel (fill)

Black Lean Clay (CL) (5Y 2.5/1) Soft, dry, 85%
clay, 15% silt (fill)

Black Lean Clay with Sand (CL) (5Y 2.5/1) Soft,
dry, 85% clay, 15% fine sand (fill)

2" DIA.
BOREHOLE: to
50 ft.

BENTONITE
CHIP BACKFILL
3/4" DIA. SCHED.
40 PVC CASING:
+2 to 30 ft.

PRE-FABRICATED
FILTER PACK: 30
to 50 ft.
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@35 ft.:  Moist

Black Sandy Lean Clay (CL) (5Y 2.5/1) Soft, wet,
65% clay, 35% fine to medium sand (fill)
@37 to 39 ft.:  No recovery

Dark Gray Sandy Lean Clay with Gravel (CL) (5Y
4/1) Soft, wet, 50% clay, 30% fine to coarse
sand, 20% fine angular gravel (fill)
Olive Gray Lean Clay with Gravel (CL) (5Y 4/2)
Stiff, dry, 70% clay, 30% fine angular gravel, one
piece concrete (fill)

Olive Gray Sandy Lean Clay with Gravel (CL) (5Y
4/2) Soft, wet, 55% clay, 30% fine to coarse
sand, 15% fine gravel (fill)
Dark Olive Gray Sandy Lean Clay (CL) (5Y 4/2)
Soft, dry, 70% clay, 30% fine to coarse sand,
trace angular gravel (fill)

Bottom of boring at 50 feet.

PRE-FABRICATED
3/4" DIA.
SLOTTED
CASING: 30 to 50
ft.

BOTTOM WELL
CAP: 50 ft.
Well casing
installed to 50 ft.
BGS
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